P —— A— Catalog Number 11086
IS A

UPC Number 60198611086
MORR'S Description Non-Insulated Ring Terminals
I T 8 AWG
. T

Features

¢ Non-Insulated

e Manufactured from high strength copper alloy

o Electro-tin plated for corrosion resistance

* Brazed seam prevents splitting under maximum pressure
e Wire range stamped on the surface for easy interpretation

General
Insulation Type None
Material Copper
Finish Electro-tin plated
Color N/A
Wire Range 8 AWG
Stud Size 3/8
W T‘ Dimension Information
e L Inches (mm) 1.161
‘ | ! W Inches (mm) 0.591
— @ D Inches (mm) 0.283
) I‘: d1 Inches (mm) 0.177
‘ Brazed d2 Inches (mm) 0.413
P Seam E Inches (mm) 0.337
E } /r F Inches (mm) 0.543
- X——H(;{!-; T Inches (mm) 0.047
— D Specifications
Temperature Rating  150°C
Voltage Rating 600 V
Flammability Rating  N/A
Amp Rating 8 AWG 70 Amps
Packaging
Bag Qty 100
Master Bag Qty 1000
Certifications
UL Yes
cUL Yes
RoHS Yes
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1. MAXIMUM ELECTRIC CURRENT —
$4.5+0.30h AMP. |70 | ]
7.2 40.30 2. WIRE RANGE : 8 AWG. ¢ 8 mmD
3. SURFACE TREATMENT : TIN PLATED
4, THICKNESS : 1.20 mm
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