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LED Photocells
Cat. 
No. FIG. Mounting Volts On/Off 

Lux
Tungsten 
Rating (W)

Ballast                     
Rating (VA) Amps Case 

Qty
LED BUTTON STYLE

39100 1 Fixture 120-277V 16 Lx/24 Lx 1000W 1,200 @ 120V
 1,800 @ 208-277V

8A @ 120V  
5A @ 208-277V 160

39101 2 Wall Plate 120-277V 16 Lx/24 Lx 1000W 1,200 @ 120V 
1,800 @ 208-277V

8A @ 120V
5A @ 208-277V 100

LED SHutter STYLE
39102 3 Fixed 120-277V 16 Lx/24 Lx 1000W 1,200 @ 120V 

1,800 @ 208-277V
8A @ 120V 

 5A @ 208-277V 200

39103 3 Swivel 120-277V 16 Lx/24 Lx 1000W 1,200 @ 120V 
1,800 @ 208-277V

8A @ 120V
 5A @ 208-277V 100

LED PENCIL STYLE
39104 4 Swivel 120-277V 16 Lx/24 Lx 1000W 1,200 @ 120V 

1,800@ 208-277V 8A @ 120V - 5A @ 208-277V 200

LED Twist-Lock Style Photocells
Cat. 
No. FIG. Mounting Volts On/Off 

Lux
Tungsten 

Rating 
(W)

Ballast   
Rating (VA) Amps Case 

Qty

39106 1 Twist Lock 120-277v 16 Lx/24 Lx 1000W 1,800 @ 120V 
1,800 @ 208-277V

8A @ 120V  
 5A @ 208-277V 100

39107 1 Twist Lock 480v 16 Lx/24 Lx 1800W 1,800VA 5A 100
HIGH SURGE PROTECTION Photocells - 25,000V

39112* 2 Twist Lock 120-277v 10 LX/ 15 LX 1800W 1,800VA 15A @ 120V 
 6A @ 277V 30

mechanical Photocontrols - Locking Style

Twist Lock receptacles
Cat. 
No. Fig. Description Case 

Qty
39070 1 Receptacle Fixture Mount - UL Recognized 100
39072 2 Receptacle with Aluminum Bracket Mount - UL Listed 100
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Locking Type - Spec Grade
Cat. 
No. Fig. Volts Tungsten 

Rating (W)
Ballast 

Rating (VA) Color Case 
Qty

39053 1 120V 1800W 1000VA Gray 100
39051 2 208-277V 1800W 1000VA Maroon 100

Cat. 
No. Fig. Volts Surge Protection Tungsten 

Rating (W)
Ballast        

Rating (VA) Color Case 
Qty

39050 3 120V - 1800W 1000VA Clear 100

39052 4 105 - 285V 235 Joules/5,000A 
820V Clamping 1000W 1800VA Blue 100
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*not UL listed


