
&ĞĂƚƵƌĞƐ͗

Heavy Wall Heat Shrink Tubing Flame Retardant features include:

• 3:1 Shrink Ratio allows various shapes & contours to be accommodated with one size shrink 
tube

• Insulates & protects electrical splices & terminations where maximum flame retardancy & 
exceptional insulating & sealing characteristics are required

• High impact and abrasion resistance capable of withstanding severe mechanical abuse of 
U.R.D., submersible and direct burial installations

• Will not split or rupture during installation, even when overheated
• Thermoplastic meltable adhesive sealant liner provides complete environmental protection 

and insulation
• Flame retardant
• Meets: UL 486D, CSA C22.2 No. 198.2, ANSI C119.1, Western Underground Guides Nos. 2.4, 

2.5,MIL-DTL-23053/15, IEEE 383 Vertical Flame Test, ANSI C37.20.2, ICEA S-19-8 and NEMA 
insulation thickness requirements

• Heat shrink tubing is rated for 1000V, 194°F (90°C) continuous use
• Continuous operating temperature: -67°F to 230°F (-55°C to 110°C)
• Shrink temperature: 248°F (120°C)
• Black color
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Cat. 
No.

Cable 
Range Length Diameter

Before Shrinking
Diameter 

After Shrinking 
Wall

Thickness
68004 1-8 AWG 6 in 0.40 0.13 .09
68008 6 in 0.75 0.24 .09
68011 8 in 1.10 0.35 .12
68012 12 in 1.10 0.35 .12
68015

6-2 AWG
1-3/0 AWG
1-3/0 AWG

2/0-350 MCM 8 in 1.50 0.47 .16
68020 12 in 2.00 0.63 .16

4 Ft Lengths
68022

250-500 MCM

12-8 AWG 4 FT 0.40 0.13 .09
68023 6-2 AWG 4 FT 0.75 0.24 .09
68024 4 FT 1.10 0.35 .12
68025

1-3/0 AWG
2/0-350 MCM 4 FT 1.50 0.47 .16

68026 250-500 MCM 4 FT 2.00 0.63 .16

Dimensions = Inches



Technical Specifica ons: 

Material:
• Tensile Strength : 2,100 psi (145 MPa)
• Elongation: 600%
• Elongation after Heat Aging  (168 hr at 347°F) : 500%
• Heat Shock (4 hr at 437°F): No cracking or flowing
• Longitudinal Change: +1%, -10%
• Low Temperature Flexibility (4 hr at -67°F): No cracking or splitting
• Specific Gravity: 1.2
• Hardness (Shore D): 50D
• Oxygen Index: 27.00
• Flammability: Flame retardant

Electrical 

• Dielectric Strength : 500 V/mil (20 kV/mm)
• Dielectric Voltage Withstand (1000 V, 60 Hz, 1 min) : No breakdown, 24 kV 1 min , 15 kV

4 hr
• Volume Resistivity : 1016 ohm-cm

Chemical: 

• Fluid Resistance : Good to excellent
• Fungus Resistance : No growth
• Copper Corrosion : No corrosion
• Water Absorption : 0.2%

www.morrisproducts.comP: 1-888-777-6678 04/2023

MORRIS CAT#: 68004-68026
Heavy Wall Heat Shrink Tubing Flame Retardant

Adhesive: 

• Adhesive Lap Shear (1 in/min at 73.4°F) : 125 psi (0875 MPa)
• Adhesive Softening Point :197.6°F ±41°F
• Adhesive Peel Strength

(300 mm/min at 73.4°F)• to steel, aluminum, PE PVC  :  35 pli   25pli
• Adhesive Blocking (186.8°F): No blocking
• Adhesive Water Absorption: Less than 0.3%
• Water Penetration :No penetration after 236 hr of continuous immersion




