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11. Order Qty of 1 = 1 Piece
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• For Connecting Copper or Aluminum Ground Electrode to water pipe, ground rod, copper 
water pipe, galvanized pipe or steel conduit

• AL9CU Dual Rated for Copper or Aluminum Conductors

• Tin-Plated Ground Clamps manufactured from high strength 6061-T6 Aluminum alloy

• Aluminum Ground Pipe Clamps are Tin Plated for low contact resistance and corrosion 
protection

• Tin-Plated Aluminum Set Screw for Corrosion Resistance

• Zinc Plated Steel Mounting Hardware

• cULus Listed

• Dimension Measurements = Inches

• Order Qty of 1 = 1 Piece

Aluminum Ground Pipe 
Clamps 

 MORRIS CAT#: 90561-90640

Cat. 
No. Fig Type Pipe  

Range 
Wire Range Screw  Size   Box 

Qty Min Max Top Side
90633 1 Feed-Thru 1/2"-1" 14 1/0 7/16 x .55” 1/4-20 x 1.50” 25
90632 1 Feed-Thru 1-1/4"-2" 6 250 5/8-18 x 1.18” 5/16-18 x 2.17” 5
90561 1 Feed-Thru 2-1/2"-4" 6 250 5/8-18 x 1.18” 5/16-18 x 2.17” 5
90635 2 Lay-In 1/2"-1" 14 1/0 7/16 x .55” 1/4-20 x 1.50” 25
90640 2 Lay-In 1-1/4"-2" 6 250 5/8-18 x 1.18” 5/16-18 x 2.17” 5
90637 2 Lay-In 2-1/2"-4" 6 250 5/8-18 x 1.18” 5/16-18 x 2.17” 5

Dimensions = Inches
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