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• For Connecting Grounding Conductors to Water Pipe, Conduit, 
Copper Tubing, Ground Rods or Rebar

• Parallel, Perpendicular or Top Entry Lay-In Feature for Easy Wire Insertion in 
Continuous Loop applications 

• Cast of High Strength Copper Alloy containing 80% or more Copper

• Copper or Stainless Steel Screws

• UL 467 Listed  for Direct Burial in Soil & Concrete 

11. Order Qty of 1 = 1 Piece

Copper Ground Clamp - Lay-In 
Direct Burial - Parallel

 MORRIS CAT#'s: 91652-91656

10/20221-888-777-6678 www.morrisproducts.com

fig 1 fig 2 fig 3

Cat. 
No. Fig Pipe  

Range
Ground Rod 

Range
Rebar 
Range

Wire Range  Dimensions Box  
Qty Min Max Length Height Width

91653 1 1/2-1 3/8-1 3/8-1 10 SOL 2 STR 2.24 1.46 .75 25
91656 2 1/2-1 3/8-1 3/8-1 10 SOL 2 STR 2.24 1.46 .75 25
91652 3 1/2-1 1/2-1 3/8-1 10 SOL 2 STR 2.21 1.15 .63 25

Dimensions = Inches
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