
Catalog Number See Table

UPC Number See Table

Description Aluminum Compression Meter Socket Connector

Features

  Manufactured from High Strength High Conductivity

Seamless Aluminum

  Electro-Tin Plated

  AL9CU Dual Rated for Copper or AluminumConductors

  Oxide Inhibitor filled/capped barrel

   Marked with die size and  crimp marks

  Common Die - #840

General

Wire Size: #6 Str thru 4/0

Material: High Conductivity Seamless Aluminum

Material Treatment: Electro-Tin Plating

Applications: Meter Pan appliactions

Dimension Information

See Table

Specifications

Temperature Rating 90
0  

C

Voltage Rating 35 KV

Flammability Rating N/A

Amp Rating To Conductor

Packaging

Box Qty See table

Certifications

ANSI C119.4       Class A

UL No

cUL No

RoHS No

Stud Size

D

Cat No. Concentric Compressed Compact Solid

93902 6 6 6 - 3 1/4 1 3/8 1 15/16 1  5/16 8-Mar

93904 4 4 4 - 3 1/4 1 3/8 1 15/16 1  5/16 8-Mar

93906 2 2 2 & 1 1 3 1/4 1 3/8 1 15/16 1  5/16 8-Mar

93908 1 1 1/0 1/0 3 1/4 1 3/8 1 15/16 1  5/16 8-Mar

93910 1/0 1/0 2/0 2/0 3 1/4 1 3/8 1 15/16 1  5/16 8-Mar

93912 2/0 2/0 3/0 3/0 3 1/4 1 3/8 1 15/16 1  5/16 8-Mar

93914 2/0 2/0 3/0 3/0 3 1/4 1 3/8 1 15/16 1  5/16 2-Jan

93916 3/0 3/0 4/0 - 3 1/4 1 3/8 1 15/16 1  5/16 8-Mar

93920 4/0 4/0 250 - 3 1/4 1 3/8 1 15/16 1  5/16 8-Mar

93922 4/0 4/0 250 - 3 1/4 1 3/8 1 15/16 1  5/16 2-Jan
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Wire Size—Aluminum or Copper
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