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CP-22 Pumps

ClearVue™ Mini Ductless 
System Pump

General Purpose Pumps

CP-22 Low Profile Pumps
•	 1/2 Gallon Tank Capacity
•	 Continuous Duty Limit: 140F
•	 Not Suitable for Over 160F at Inlet
•	 1.6 Gallons a Minute
•	 22' Lift Height

•	 Featuring super quiet operation
•	 Designed for ductless system installations
•	 Variable Speed and Lift
•	 Floatless Sensor™
•	 ETL Listed

•	 Flow Rate @ Zero Head: 1.2 gallons per minute
•	 Rated for 120 VAC
•	 16' Lift
•	 Continuous Duty Limit: 140F
•	 UL Listed

•	 Hang tabs
•	 Four inlet holes
•	 Check valve
•	 �Suitable for use with condensate up to 160°F
•	 UL Listed

TCP-22lp

CAT.
NO.

Prior     
Cat. No. DESCRIPTION Box 

Qty
TULTRACP-22 TCP-22 Condensate Pump – 120V 6

TULTRACP-22T TCP-22T Condensate Pump – 120V w/20’ 3/8” Tube 6
TULTRACP-22-230 TCP-22-230 Condensate Pump – 230V 6
TULTRACP-22T-230 TCP-22-230T Condensate Pump – 230V w/20’ 3/8” Tube 6

CAT.
NO. DESCRIPTION Box

Qty
TCVMINI ClearVue Mini - Ductless System Pump 6

CAT.
NO. DESCRIPTION Box

Qty
TCP-22LP Condensate Pump - 120V - Low Profile 6

TCP-22LP-230 Condensate Pump - 230V - Low Profile 6
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Wet Switch Flood Detector 
Hockey Pucks

CS-3 Condensate Pan Switch Condensate Cop™

Pipe Mounted Switches

•	 �Turns Off Equipment with as Few as 1-2 
Drops of Water Detection

•	 �LED Indicators
•	 �Connect Multiple Switches to Expand 

Protection Area
•	 �Flexible Placement Options
•	 4 Wire Installation
•	 �Test Reset Buttons
•	 250V Rated

•	 Condensate Overflow Protection
•	 Clip-On Pan Switch
•	 Magnetic Reed Switch Operated
•	 cULus Listed

CAT.
NO. DESCRIPTION Box 

Qty
TWS-1 Wet Switch Flood Detector 12

CAT.
NO. DESCRIPTION Box

Qty
TCS-1 Condensate Switch – Tee 10
TCS-2 Condensate Switch – Elbow 10

CAT.
NO. DESCRIPTION Box 

Qty
TCS-3 Condensate Switch – Clip 10

CAT.
NO. DESCRIPTION Box

Qty
TCC-1 Condensate Cop™ Drain Pan Switch  12

•	 �Detects Rising Water Levels in Drain Pipes
•	 �Shuts Off System, Preventing Water 

Damage
•	 �Magnetic Reed Switch Operated
•	 �Durable Plastic Construction
•	 cULus Approved

CAT.
NO.

Prior     
Cat. No. DESCRIPTION Box

Qty
TPROCP-16 TCP-16-230 Condensate Pump 16’ Lift 230V 1

•	 Easy to use
•	 Simple to install
•	 Large over-clamping Fitting
•	 Separate float/probe assembly swivels
•	 Swivel action allows the installer to position
     the float switch for best operation
•	 Probe features an inlet grill
•	 Two wire connection for easy hook up to a
     thermostat

TULTRACP-22

TCS-2

TCS-1


