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Heavy Duty Toggle Switches - 1 Pole•	 Motor Control & Tool Applications
•	 Solid Brass or Nickel Plated Bushings
•	 1/2" Mounting Hole

•	 Dielectric Strength: 1500V
•	 Mechanical Life Cycles: 100,000
•	 32°F to 185°F

Cat. 
No. Type Poles Function Terminal

Type
No. of 

Terminals
Standard 

Load Rating
Motor 

Load Rating
Dimensions 
L” x W” x H” 

Bag 
Qty

Master
Bag 

Single pole Single throw

70070
Toggle Switch

with On/Off
Plate

SPST On-Off Screw 2 20A 125VAC
10A 277VAC

20A 125VAC
10A 250VAC

3/4HP 125-250VAC
1.13 x .63 x .67 1 10

70071
Toggle Switch

with On/Off
Plate

SPST On-Off
Quick 

Connect
Spade

2 20A 125VAC
10A 277VAC

20A 125VAC
10A 250VAC

3/4HP 125-250VAC
1.13 x .63 x .67 1 10

70072

Toggle Switch 
IP55 Rated

WaterProof
“O” Ring

 On/Off Plate

SPST On-Off Screw 2 20A 125VAC
10A 277VAC

20A 125VAC
10A 250VAC

3/4HP 125-250VAC
1.13 x .63 x .67 1 10

70073
Toggle Switch

with On/Off
Plate & Boot 

SPST On-Off
6”

Wire 
Leads

2 20A 125VAC
10A 277VAC

20A 125VAC
10A 250VAC

3/4HP 125-250VAC
1.18 x .68 x .75 1 10

double pole Double throw

70080 Toggle 
Switch SPDT On-Off-On Screw 3

20A 125VAC
10A 277VAC

20A 125VAC
10A 250VAC

3/4HP 125-250VAC
1.13 x .63 x .67 1 10

70081 Toggle 
Switch SPDT On-Off-On

Quick 
Connect

Spade 3
20A 125VAC
10A 277VAC

20A 125VAC
10A 250VAC

3/4HP 125-250VAC 1.13 x .63 x .67 1 10

70090 Toggle 
Switch SPDT On-On Screw 3 20A 125VAC

10A 277VAC

20A 125VAC
10A 250VAC

3/4HP 125-250VAC
1.13 x .63 x .67 1 10

70091 Toggle 
Switch SPDT On-On

Quick 
Connect

Spade
3 20A 125VAC

10A 277VAC

20A 125VAC
10A 250VAC

3/4HP 125-250VAC
1.13 x .63 x .67 1 10

Specialty Switches

Cat. 
No. Poles Function Terminal

Type
No. of 

Terminals
Standard Load 

Rating
Motor Load 

Rating
Dimensions 
L” x W” x H” 

Bag 
Qty

Master
Bag

double pole Single throw

70100 DPST On-Off Screw 4 20A 125VAC
10A 277VAC

20A 125VAC
10A 250VAC

1-1/2HP 125-250V
1.30 x .76 x .80 1 10

70101 DPST On-Off
Quick 

Connect
Spade

4 20A 125VAC
10A 277VAC

20A 125VAC
10A 250VAC

1-1/2HP 125-250V
1.30 x .76 x .80 1 10

double pole double throw

70110 DPDT On-Off-On Screw 6 20A 125VAC
10A 277VAC

20A 125VAC
10A 250VAC

1-1/2HP 125-250VAC
1.30 x .76 x .80 1 10

70111 DPDT On-Off-On
Quick 

Connect
Spade

6 20A 125VAC
10A 277VAC

20A 125VAC
10A 250VAC

1-1/2HP 125-250VAC
1.30 x .76 x .80 1 10

70130 DPDT On-On Screw 6 20A 125VAC
10A 277VAC

20A 125VAC
10A 250VAC

1-1/2HP 125-250VAC
1.30 x .76 x .80 1 10

70131 DPDT On-On
Quick 

Connect
Spade

6 20A 125VAC
10A 277VAC

20A 125VAC
10A 250VAC

1-1/2HP 125-250VAC
1.30 x .76 x .80 1 10

Heavy Duty Toggle Switches - 2 Pole

•	 Motor Control & Tool Applications
•	 Solid Brass or Nickel Plated Bushings
•	 1/2" Mounting Hole

•	 Dielectric Strength: 1500V
•	 Mechanical Life Cycles: 100,000
•	 32°F to 185°F


