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LISTED

= High Conductivity Seamless Copper

= Electro-Tin Plating Resists Corrosion

= Fared/Belled Entry for Easy Insertion of Fine Strand Flexible
(able - Class G, H. I. K(Battery), M(Welding), DLO

= [olor Coded Die Index and Crimp Marks Printed on Barrel

= |IL 4BBAR Listed for Applications Thru 35KV
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DIMENSIONS = INCHES

CAT WRE STUD COLOR coyy ASTMWEONG o 4 4 5 ¢ 0 E F A R B

NO. RANGE SIZE GODE CLASS H GLASS M
94602 8 #10 RED 8 10 10 - .20 4 42 .08 2l 28 59 12 32 50
94606 6 1/4 BLUE B 8 8 (61) 1.50 Il 42 .08 .25 30 87 16 34 50
94609 4 1/4 GRAY 4 6 (105) 1.50 Jl 49 .08 .25 3l .67 .16 42 50
94610 4 5/16 GRAY 4 6 6 (105) 1.50 Jl 49 .08 .33 3l 67 16 42 50
94614 2 5/16__ BROWN 2 4 4 (125) 1.80 .83 .60 10 .33 37 8l .18 49 25
94618 | 5/l6 GREEN | 2 2 (150 1.83 83 .67 Al 33 31 8l 18 .53 25
94622 1/0 3/8 PINK 1/0 | | (225) 1.83 83 74 13 Al 31 8l 18 .56 10
94626 2/0 /2 BLACK 2/0 1/0 /0 1/0(275) 224 94 8l 12 8l 4 1.06 24 .64 10
94630 3/0 I/2_ ORANGE  3/0 2/0 - 2/0(325) 2.36 98 90 13 5l 4 .06 24 12 10
94634 4/0 I/2__ PURPLE _ 4/0 3/0 2/0  3/0(450) 236 .98 1.00 13 9l 4 1.06 .26 1 10
94636 250 /2 YELLOW 250 - 3/0  4/0(550) 248 1.06 1.09 15 5l 4 .06 .26 84 10
94637 300 I/2 WHITE 300 4/0 4/0 2626 249 1.06 119 15 5l 52 .06 3 94 10
94638 300 5/8 WHITE 300 4/0 4/0 262.6 2.80 1.06 119 5 .67 .52 1.38 3l .94 10
94639 350 /2 RED 350 250 250 313 2.6l 110 .28 il 5l 52 .06 33 1.02 10
94640 350 5/8 RED 350 250 250 313.1 2.9 1.I0 1.28 16 67 .52 1.38 .33 1.02 10
94641 400 /2 BLUE 400 300 300 350 3.08 118 .39 18 5l 52 1.38 .33 1.08 10
94642 400 5/8 BLUE 400 300 300 350 3.08 118 .39 18 67 52 1.38 .33 1.08 10
94643 500 I/2__ BROWN 500 350 350 373.3 3.28 1.38 1.54 .22 .9l .52 1.38 .35 1.20 10
94644 500  5/8  BROWN 500 350 30 37133 328 1.38 1.54 22 67 52 .38 35 1.20 10
94646 600 5/8 GREEN 600 400 400 4444 3.50 1.50 1.72 .25 67 .BB 146 .39 1.34 6
94647 750 5/8 BLACK 750 600 500 437 1.85 1.90 2 67 1.85 43 147 3
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NO. RANGE SIZE CODE CLASS H CLASS M

94650 8 1/4 RED 8 10 10 - 1.62 8l 42 .08 25 28 .59 A2 .32 50
94652 B #0 BLUE 6 8 8 (61) 177 98 42 .08 2l .30 87 16 34 50
94653 6 I/4 BLUE 6 8 8 (61) 177 98 42 .08 .25 30 87 16 34 50
94656 4 10 GRAY 4 6 6 (108) 177 98 49 .09 2l 3l 87 16 42 50
94657 4 I/4 GRAY 4 6 6 (108) 177 98 48 .09 20 3l 87 6 42 50
94659 4 5/16 GRAY 4 6 B (I05) 177 98 49 .09 33 3l 87 16 42 50
94660 2 #0  BROWN 2 4 4 (125) 2.07 110 60 .10 2l 31 8l 18 49 25
94661 2 5/18__ BROWN 2 4 4 (125) 2.07 110 60 .10 33 31 8l 18 49 25
94662 | #10  GREEN | 2 2 (150 2ll 110 87 Al 2 31 8l 18 03 25
94663 | 5/16  GREEN | 2 2 (150 2ll 110 87 Al 33 31 8l 18 .53 25
94664 1/0 #10 PINK 1/0 | | (225) 2.2l 1.20 4 13 2l 31 1.06 18 .06 10
94643 1/0 1/4 PINK 1/0 | | (225) 2.2l 1.20 4 13 .25 31 1.06 18 .06 10
94665 I/0 5/16 PINK 1/0 | | (225) 221 1.20 T4 A3 33 31 1.06 18 .06 10
94668 1/0 3/8 PINK /0 | | (225) 2.2 1.20 J4 13 Al 31 1.06 18 .06 10
94667 1/0 /2 PINK 1/0 | | (225) 250 .20 J4 13 ol 47 1.08 18 .06 10
94651 2/0 I/4  BLACK  2/0 1/0 /0 1/0(275) 2,88 1.38 8l 12 25 41 1.06 18 64 10
94668 2/0 3/8  BLACK  2/0 /0 I/0_ 1/0275) 288 1.38 8l 12 4l 47 1.06 24 .64 10
94669 2/0 I/2__ BLACK  2/0 /0 I/0__1/0(275)  2.68 1.38 8l 12 ol 47 1.08 24 64 10
94670 3/0 3/8  ORANGE  3/0 2/0 - 2/0(325) 280 1.38 80 13 Al 47 1.06 24 12 10
94671 3/0 I/2___ORANGE _ 3/0 2/0 - 2/0(325) 280 1.38 80 13 ol 47 1.08 24 12 10
94673 4/0 3/8  PURPLE _ 4/0 3/0 2/0 _3/00450] 280 142 1.00 13 ol 02 1.08 .26 Tl 10
94674 4/0 I/2_ PURPLE  4/0 3/0 2/0 3/0(450] 280 142 1.00 13 Al 02 1.06 .26 Tl 10
94676 250 /2 YELLOW 250 - 3/0_ 4/0(550) 3.03 16l 1.08 15 i 02 1.06 .26 84 10
94677 300 I/2_ WHITE 300 4/0 40 2626 339 1.97 118 15 .l 02 1.06 3l 94 10
94678 350 /2 RED 350 250 250 3131 346 1.97 .28 A7 ol 02 1.08 33 1.02 10
94679 350  5/8 RED 350 250 250 313! 346 1.97 .28 A7 67 ol 1.08 33 1.02 10
94680 400 /2 BLUE 400 300 300 350 3.86 1.97 1.39 18 ol ol 1.38 33 1.08 10
94681 400  5/8 BLUE 400 300 300 350 3.86 1.97 1.39 18 87 ol 1.38 33 1.08 10
94683 500  5/8  BROWN 500 350 350 373.3 413 2.24 1.54 22 67 ol 1.38 35 1.20 10
94684 600  5/8  GREEN 600 400 400 4444 425 2.24 1.72 25 87 89 146 39 1.34 B
94685 750 5/8  BLACK 750 600 500 - 5.6 264 1.90 21 67 .69 1.85 43 147 3
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