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UL486B LISTED 
AL9CU  

• Dual Rated for Both Copper and Aluminum
• Electro-Tin Plated
•  Assembly Can be Made with Only a Screwdriver or Allen 

Wrench and Connectors Are Re-Usable
• Rated 600V; 194°F (90°C) 
• 90612-90614 Have Slotted Screws
• UL486AB LISTED fig 1

fig 2
Dimensions = Inches

Cat.
No. Awg Fig Wire 

Range Length Width Height Box
Qty

90612 2 1 2-14 1.12 .44 .50 50

90614 1/0 1 1/0-14 1.50 .53 .63 25

90615 2/0 1 2/0-8 1.59 .56 .70 25

90616 250 2 250MCM-6 3.94 1.00 1.13 10

90617 250 1 250MCM-6 2.00 .84 1.10 10

90620 500 2 500MCM-3/0 4.19 1.36 1.50 3

90624 750 2 750MCM-250MCM 6.06 1.53 1.75 1

UL486B LISTED 
AL9CU  

•  Set Screw Connectors with a Turn Prevent on the bottom of 
the Tang to Eliminate Potential Movement/Torquing of the 
Connector

• Made of 6061-T6 Aluminum Alloy
• Tin Plated for Low Contact Resistance & Corrosion Protection
• Suitable for use with Both Copper & Aluminum Conductors
• Rated 600V

Dimensions = Inches

Cat.
No.

Wire 
Range

Dimensions stud
Size

Turn Prevent to
Mtg Hole Center

Box
QtyLength Width Height

one Conductor - one hole mount

91310 2-14 1.16 .50 .55 0.25 0.500 100

91311 1/0-14 1.46 .63 .79 0.25 0.500 50

91311B 1/0-14 1.46 .63 .79 0.25 0.500 1,000

91312 2/0-14 1.46 .63 .79 0.25 0.406 50

91312B 2/0-14 1.46 .63 .79 0.25 0.406 1,000

91314 300-6 2.00 .94 1.12 0.3125 0.625 25

91316B 350-6 2.25 1.26 1.25 0.3125 0.625 300

91318 600-2 3.19 1.50 1.57 0.375 0.625 6

91318B 600-2 3.19 1.50 1.57 0.375 0.625 100


