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Cat.
No. AWG Fig Wire 

Range Length Width Height Hole 
Space

stud
Size

Box 
Qty

 PANELBOARD LUGS - two CONDUCTORS

90912 300 1 300MCM-6SOL. 2.99 1.00 2.00 - 0.3125 10

90914 600 2 600MCM-2STR. 4.92 1.50 3.00 1.38 0.375 2

90914B 600 2 600MCM-2STR. 4.92 1.50 3.00 1.38 0.375 50

90916 750 2 750MCM - 1/0STR. 4.92 1.60 3.00 1.38 0.375 2

90916B 750 2 750MCM - 1/0STR. 4.92 1.60 3.00 1.38 0.375 50

PANELBOARD LUGS - three CONDUCTORS  

90918 600 3 600MCM-2STR. 4.92 2.70 3.00 1.38 0.375 2

90918B 600 3 600MCM-2STR. 4.92 2.70 3.00 1.38 0.375 24

90920 750 3 750MCM- 1/0STR. 4.92 2.80 3.00 1.38 0.375 2

PANELBOARD LUGS - four CONDUCTORS  

90924 600 4 600MCM-2STR. 4.92 2.70 3.00 1.38 0.375 2

90924B 600 4 600MCM-2STR. 4.92 2.70 3.00 1.38 0.375 24

90926 750 4 750MCM - 1/0STR. 4.92 2.80 3.00 1.38 0.375 2

90926B 750 4 750MCM - 1/0STR. 4.92 2.80 3.00 1.38 0.375 24

CONNECTORS
Mechanical  Connectors

UL486B LISTED 
AL9CU   

Connector Size Torque

1000 600
750-800 500
500-600 375
250-350 275
1/0-2/0 120

Wire Size Torque

#2-2/0 50
#4-#6 45

#8 40
#10-#14 35

Tighten Torque Slotted Screws (In lbs)
Per UL480AB Table 23

Tighten Torque internal hex screws  (In lbs)
Per UL480AB Table 23

Mechanical Lug Torque Values

Dimensions = Inches


