Non-Insulated Butt Splice Connectors

MAXIMUM ELECTRIC CURRENT:

AWG 26 24 22 20 18 16 14 12 10 8 6 4
AMP 5.5 7 9 12 17 18 30 35 50 70 85 125

MAXIMUM ELECTRIC RATING: 302°F (150°C) GO0V
CONNECTOR MATERIAL: Electro-Tin Plated Tubular Copper

DIMENSIONS = INCHES

CaT WIRE SIZE I 0 ol BAG MASTER
[ 4 i} BAG OTY
12102 26-22 472 .083 .08l 100 1,000
121028 26-22 472 083 08l 1,000 20,000
12104 22-16 081 130 067 100 1,000
121048 22-16 081 130 067 1,000 20,000
12106 16-14 081 154 .08 100 1,000
121068 16-14 081 154 08 1,000 20,000
12108 12-10 081 213 134 100 1,000
121088 12-10 081 213 134 1,000 10,000
12110 8 821 276 18I 100 -
12112 6 1.024 350 232 100

2114 4 1142 445 307 100

12115 2 1.260 5 374 100

Non-Insulated Reducing Butt Splice Connector

MAXIMUM ELECTRIC CURRENT:

AWG 26 24 22 20 18 16 14 12 10 8 6 4
AMP 5.5 7 9 12 17 18 30 35 50 70 35 125

MAXIMUM ELECTRIC RATING: 302°F (150°C) 600 Valts
TERMINAL MATERIAL: Electro-Tin Plated Copper

DIMENSIONS = INCHES

CAT WIRE RANGE | P ol 02 BAG MASTER
. AWG i BAG OTY
12116 16-1470 2218 081 104 067 .08l 100 1,000
217 [2-10T0 22-18 187 213 067 134 100 1,000
12118 [2-10T0 16-14 187 213 08l 138 100 1,000
12119 870 16-14 821 067 08l 18l 100 1,000
12120 8T012-10 821 067 138 181 100 1,000
12121 6108 1.024 361 18l 232 100 1,000

Vinyl Insulated Butt Splice E'bnnectnrs

MAXIMUM ELECTRIC CURRENT:

AWG 22 20 18 16 14 12 10 8 6 4 2
AMP 9 12 17 18 30 35 50 70 85 125 170

MAXIMUM ELECTRIC RATING: I7°F (75°C) 60O Volts
CONNECTOR MATERIAL: Electro-Tin Plated Tubular Copper
INSULATION MATERIAL: Vinyl

FEATURES: Expanded Insulation DIMENSIONS = INCHES
e COLOR WIRE SIZE L D ol MATERIAL it s
10182 RED 22-16 969 157 067 COPPER PLATE 100 1,000
10184 BLUE 16-14 969 77 .08l COPPER PLATE 100 1,000
10186 YELLOW 2-10 1.043 .248 134 COPPER PLATE 100 1,000
12128 RED 8 1.398 335 17 TUBULAR COPPER 100 -
12130 BLUE 6 1772 413 232 TUBULAR COPPER 100
12132 YELLOW 4 2.067 488 307 TUBULAR COPPER 100
12134 RED 2 2165 610 374 TUBULAR COPPER 100
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