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Voice/Datacom Coax Splitters
WIRING DEVICES
WIRING DEVICES

• Allows 2 units to be operated from one source
• Accepts coaxial ‘F’ fittings

• Allows 4 units to be operated from one source
• Accepts coaxial ‘F’ fittings

• Allows 3 units to be operated from one source
• Accepts coaxial ‘F’ fittings

• Allows 8 units to be operated from one source
• Accepts coaxial ‘F’ fittings

Cat.
No.

Frequency
MHz Type Bag

Qty
Master
Box Qty

45030 900 Standard 10 50
45032 1000 Digital 10 50
45034 2050 Satellite 10 50

Cat.
No.

Frequency
MHz Type Bag

Qty
Master
Box Qty

45050 900 Standard 10 30
45052 1000 Digital 10 30
45054 2050 Satellite 10 30

Cat.
No.

Frequency
MHz Type Bag

Qty
Master
Box Qty

45040 900 Standard 10 30
45042 1000 Digital 10 30
45044 2050 Satellite 10 30

Cat.
No.

Frequency
MHz Type Bag

Qty
Master
Box Qty

45055 900 Standard 1 10
45057 1000 Digital 1 10
45059 2050 Satellite 1 10

2-Way Splitter With Ground Block

3-Way Splitter With Ground Block

4-Way Splitter With Ground Block

8-Way Splitter With Ground Block

Cat.
No.

Frequency 
MHz Type Bag

Qty
Master
Box Qty

45025 900 Standard 10 100

• Allows 2 units to be operated from one source
• Accepts coaxial ‘F’ fittings
• 900 Mhz

• Split Feed/Directional Coupler
•  Maintains Signal Bandwidth In Multi-Unit 

Dwelling Applications
• High Isolation of Reflected Signals
• Tap Value: 12 dB

• Max Insertion Loss: 1 dB
• Isolation Output-Tap: 35 dB
• Return Loss: 20 dB
• 75 Ohm

Cat.
No.

Frequency  
MHz Type Bag

Qty
45028 1000 Digital 10

2-Way Splitter

Split Feed Splitter




