
S14 

Hardened Carbon Steel with oxide finish 
Pivot Joint has Hardened Steel Bushing 
Soft Rubber Anti-slip Cushioned Grip 
Precision Ground Blades for consistent stripping and cutting 
Adjustable setting allows ease of use - 8 settings 
10-24 Awg Wire Size 

Adjustable Stripper - Spring & Lock 

Cat. No. Length Box Qty 

50130 5” 20 

Rust Resistant 
Hardened Carbon Steel Cutter with oxide finish 
Return Spring 
Pivot Joint has Hardened Steel Bushing 
Soft Anti-slip Cushioned Grip 
Precision CNC Ground Fabricated Blades 
Cuts 30-10 AWG copper wire 

 

Wire Cutter 

Cat. No. Length Case Qty 

54414 6.5” 100 

Box Qty 

10 

Wire Stripper & Cutter 
Precision ground blades ensure consistent stripping 

& cutting 
Heat-treated for long life  
Cushioned-grip handle for comfortable use 
Serrated nose grip head reduces slippage 
Stamped from hardened carbon steel 
Pivot joints have hardened steel bushings 
Rust-resistant black oxide finish 
Hole in jaws for looping wires 
Opening stop prevents spring from disengaging  
Lock tab protects cutting edge during storage 
Easy-to-read graphics 
Strips 10-20 AWG wire size 
Cuts 30-10 AWG copper wire 

Cat. No. Length Box Qty 

54422 6.5” 10 

Case Qty 

60 

5 In 1 Stripper/Crimper/Cutter 
Extra-Narrow Nose for getting into tight places 
Machined Stripping Stations with a Positive Stop pro-

vide precise stripping diameters 
Wire Looping Holes in Jaw 
Strips 10-22 Awg  
Bolt Cutter 5-40, 10-24, 4-40, 10-32, 8-32, 6-32 
Insulated & Non-insulated Terminals 10-22 Awg 
Ignition Terminals 
Smooth, Rounded Pivot Bolt won’t catch in tool pouch  
Comfortable, Cushioned Grips 
Cuts 30-10 AWG copper wire 

Cat. No. Length Box Qty 

54424 8" 10 

Case Qty 

60 


