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MORRIS CAT#: 10244
Non-Insulated Double Crimp Male Disconnects 

16-14 Wire, .032 x .250 Tab
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Non-Insulated Double Crimp Male Disconnects features include:

• Manufactured from High Strength Brass
• Electro-Tin Plated for corrosion resistance
• Brazed Seam
• Wire range stamped on the surface for easy interpretation
• Extended Serrated Barrel provides excellent electrical contact & resistance to pull-out forces
• Double Crimp: Extended Copper Sleeve for Multiple Crimps
• 302°F (150°C) 600 Volts Max
• Maximum Electric Current: 22 AWG - 3 Amp, 20 AWG - 4 Amp, 18 AWG - 7 Amp, 16 AWG - 10

Amp, 14 AWG - 15 Amp, 12 AWG - 20 Amp, 10 AWG - 24 Amp
• cULus Listed
• Dimension Measurements = Inches
• Order Qty of 100 = 1 Bag of 100

MAXIMUM ELECTRIC RATING: 302°F (150°C) 600 Volts 
TERMINAL MATERIAL: Electro-Tin Plated Brass - Brazed Seam
DOUBLE CRIMP: Extended Copper Sleeve for Multiple Crimps
FEATURES:  Serrated Barrel

Awg 22 20 18 16 14 12 10
Amp 3 4 7 10 15 20 24

MAXIMUM ELECTRIC CURRENT:

Cat.
No. Wire Size AWG NEMA 

TAB W F L B D d1 Bag 
Qty

Master
Bag Qty

10244 12-10 .032 X.250 .250 .303 .669 .236 1.77 .134 100 1,000

Dimensions = Inches




