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24 Hour Multi-Voltage Time Control - 120-277V DPDT
•	 24 Hour Heavy Duty Mechanical Time Control
•	 Voltage Selectable from 120V Thru 277V AC
•	 DPDT Switch Configuration
•	 Residential, Commercial & Industrial Applications
•	 48 On/Off Cycles Per Day - Min: 15 Minute  Max: 24 Hours
•	 Manual Override 
•	 Power/Load Indicator

Rain-Tight 
NEMA 3R Enclosure

Cat. 
No. Volts Switch Box

Qty
Case
 Qty EACH

80460 120-208-240-277V DPDT 1 10

•	 40 Amp Resistive 120-240V
•	 30 Amp Resistive @ 277V
•	 30A Resistive @ 14VDC
•	 Ballast Rating: 10A @ 120V, 5A @ 208-277V
•	 Tungsten Rating: 8.3A @ 120V, 5.4A @ 208-277V
•	 Pilot Duty Rating: 800VA @ 120V, 720VA @ 208-277V
•	 �ABS Non-Metallic NEMA 3R Enclosure with Locking Hasp 

- 1/2" & 3/4" KO's

7 Day In-Wall Digital Self-Adjusting Timer - SunTracker
•	 In-Wall hardwired 7 day digital timer with astronomic features
•	� Suntracker features mean only setting it once without ever having to 

reset it again; follows daily changes in sunrise/sunset times
•	 Day-light Saving time automatically adjusts for changes twice
      a year
•	 Replaces existing ordinary wall switch - Indoor Use Only
•	� Used for 24 hour or 7 day load control of lights, fans, pumps, & other 

medium-duty loads for energy savings and security
•	 7 On/Off Events Per Day
•	 NIMh Battery Backup

Cat. No. Color Suntracker Case Qty EACH
80510 Ivory No 6
80511 White no 6

80515 Ivory yes 6
80516 White yes 6

SunTracker & 
Daylight Savings

Features

•	 �Provides random setting function in order to adjust the 
On/Off schedule within a range of  +/-30mins 

•	 Manual Override
•	 General Rating: 15A, 60 Hz, 120 VAC, 1/4 HP
•	 Tungsten Incandescent Rating: 8A 1000 Watts @ 125V
•	 Resistive Rating: 15A 1875W @ 125V
•	 Ballast (Fluorescent) 8A @ 125V
•	 Compatible with CFL & LED Lights
•	 Neutral Required
•	 Wallplate included

In-Wall Countdown Timer
•   Auto On/Off Lighting Control
•   5 Programmed Events
•   Replaces existing ordinary wall switch
•   Ideal for kitchen, bathroom, hallway or porch lights
•   Can be set at 60min/30min/20min/10min/Hold/Off
•   General Rating: 15A, 60 Hz, 120VAC, 1/4 HP

Cat. No. Color Case Qty EACH
80505 White 6

Spring Wound Timers

•	 In-Wall Spring Wound Countdown Timers
•	 20A
•	 2500W Resistive @ 125V
•	 Tungsten Rating: 8A 1000W @ 125V
•	 Ballast Rating: 5A 625W @ 125V
•	 HP Rating: 1 HP
•	 No Neutral Required
•	 Color: White

Cat. No. Function Time Case Qty EACH
80490 SPST 30 Min 50
80491 DPST 30 Min 50

80492 SPST 60 Min 50

80493 DPST 60 Min 50

80494 SPST 120 Min 50

80495 SPST 180 Min 50

80496 SPST 6 hour 50

80497 SPST 12 Hour 50

•   Tungsten Rating: 8.3A 1000W @ 125V
•   Resistive Rating: 15A 1800W @ 125V
•   Fluorescent Ballast: 1000VA @ 125V
•   Compatible with CFL & LED Lights
•   Neutral Required
•   Wallplate Included
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